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pPH buffer solutions non certified:
4-7-10 Series or Technical series

Certified and accredited pH Standards
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Solutions for conductivity
calibrations
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Certified and accredited standards:

Non certified solutions:
111,3 mS/cm +0.5% - 25°C

12,85 mS/cm +0.35% - 25°C 12.88 mS/cm - 25°C
1408 HS/Cm +0.5% - 25°C 1.413 mS/cm - 25°C
1015 HS/Cm +0.5% - 25°C 148 HS/Cm - 25°C
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Certified & accredited Standards

= For customers involved in a certification
or accreditation, who want to trace their

e =B @ g measurements
hl !==a ADelivered with a Certificate of
= T Conformity and Traceability drawn up
:ig 2 4505 using ISO guide 31 and a Cofrac*
] =| ] Certificate.

A500 ml of standard

ABottle placed in an airtight tin to protect
It from contamination for several years.

PN NIOVHN3dOO

=@:HEJ.3INOICIVH Cofrac = French Accreditation Committee




Traceable to IUPAC pH scale and
NIST

Nominal value with a resolution of
3 significant decimals

25 coded coloured beakers and
bottle for more security
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GLP specifications:

4-year of lifetime in

unopened tin 20 boxes to tick

after each opening

Shelf life after Box for

ODate ofbd o

opening (2 or 3
months)
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Certified conductivity standards

m ..,.OZ;T..: - Traceable to NIST

OPENHAGEN

- .." L4 Formulation according to OIML

== == 0 l.l - (recommendation No. 56)
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NIST = National Institute of standards and Technology
OIML = Organisation Internationale de Métrologie Légale
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Certified conductivity standards

GLP specifications:

2-year lifetime
In unopened tin

20 boxes to tick

Opening date Shelf life after

opening
(3 months)
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Nadege SAIDI:

Certificate

Drawn up using ISO Guide 31

Nominal value and expanded
uncertainty (k=2, 95%)

Batch No.: :
Chargennr.:
Lot n°

Certificate of Conformity and Traceability
Zertifikat iiber Konformitiit und Riickfiihrbarkei
Certificat de Conformité et de Tracabilité

Part No.:

Code :

Bestellnr:  S11MO002

pH 4.005 +0.010 (k=2)

Lot n® :

atch No.:
Chargennr.:

25°C

Date/Datum /Date: A §38. do.oF
YYYYMM.DD / JIJI.MM.TT / AAAAMM.J]

Signature / Unterschrift / Signature :

PRYNIOVHNIJO0D
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Traceahility:
Traceable 1o IUPAC/NIST pH scale,
Cenified reference material: Radiometer
Medical A8 ampoule of pH standard,
. WNominal value pH 400 at 25
The exact valwe of this standard was deter-
mined with an expanded uncertainty of
£H02S pH by Radiometer Medical A
redited Primary Laboraory using a sian-
dard Hydrogen Electrode Apparatus.
Samples from the bateh are stored at
meter Analyiical S.A. for the we
of 4 years from the date of

atch

ly period
of the certi-

01 (k=2) at 25°C

fils of the expanded uncertainty are

guaranice a conlidence level of
=2). This uncertanty reflects the

wombined effects of mewsurement ermors,

variability ameng botthes and possible

2us during storage in unopened tin,

hility:
When stored 1m0 an unopened oo, the certified
walue 15 for 4 years from the date
of issue of the certifi

Homaogeneity :

battles were selected for analytical
control, Results from different bottles
showed no statistically significant differences,
nor was there any corvelation between values
obtained and the battling sequence.

Measurement:

The centified value was determined by
measurements of samples with dedicated
trockes under thermostaed conditions

¢ a1 high-resolution meter (O0004 pH)
traceable o electrical primary standards,
Separate bodles were controlled for bacterial
and mould contamination before the hatch
wits released

Riickfiihrbarkeit:
Rk uhrh-)rautcllc]l PAL -'NI\

nalwer 4, (NES bl
Standards wunde mit
|nlunut.|||.r|||:1t wun

l.lLMr\:w_Lrl.:m wrdnumg bestimmt Riic
proden der Charge werden bei Radiomerer
Analytical S.A Lir einen Zeitramm von 4
Jahren ab Avspubedatum des Zertifikates
gelagen.

Fertifizierter Wert:

pH 4005 0010 (k=2) bei 25°C

e Girenaoen der erwellenicn Ciesamunsicher-
heit werden fir cinen garantierien Verravens-
bereich von ~U5% (| 5 i
Unsicherheil riihn von der Kombination aus
Melungenay Abweichungen unier
den Flaschen und méglicher Verandenang
withrend der Lagenung in der ungeiifineten
Weabiblechuose her

Stahilit
Flr ging ungedinene Dose wird der senifi-
Zierie Went Tur die Dauer von 4 Jahren ab

Ausgabedamim des Zenifikates garantien,

Homogenit
Flaschen wurden fiir Kentrollanal,
awsgewdihln, Die MeGwerte der unterschied-
lichen Flaschen wieisen keine statistisch signi-
fikanten Unterschiede auf; weiterhin
keine Korrelation ewischen den ethalienen
Mebwerten und der Flaschenreihen ol

Messun,
Drer zentifizicric Wenl wurde durch Messungen
unter thermostatisierien Bedingungen mit
speziellen Elektroden und einem hochanfli-
senden pH-Meter (LI pH). riicktiibrbar
aul elekironische Primiirstandarnds, bestimme.
Weilerhin wurden Stichproben der Flaschen
wor b cler Charge sl Bakierien- und
Schimmelbefall untersucht.

Date / Datam ¢ Date :
FYYEMM D0/ LU MMIT 2 AAAA MM

o A ire /.

Tragabilité =
able sclon léchelle pH de IUPACTNIST.
de référence certitié - éalon pH
Medical A/S en ampoul
Jeur nominale pH 4.0
La va I]LIJI' exacte de el talon a éé ch.mU—
e une incertitude Slargie de 200005 pH
par le Luboratoire Primain acerédité de
Radiometer Medical A/S
wtilisant une électrode standard 3 lydrog
hantillons issus du présent Lol sont
stockes par Radiometer Analytical
pendant la durée de validité fixée 34 ans i
partir de la date démission du certificat.

Valeur certifiée :

pH 4,005 =010 (k=2) & 25 =

Les limites de Uincenitude Elargie sont

fixées pour tir un intervalle de confiance
: 2. Cette incertitude refléte les

éventuels pendant le stocl
non-puverie.

Stabilité :

I a valeur cenifide est garantie pendant 4 ans
artir de la date ddmission du cenificat el
siams owverture de 1a bode mévalligue.

Huo néité
facons ont éé préleves pour des con-
trides analytigues. Les résultits obtenus &
partir des différents flacons montrent statisti-
quement gqu’il 0’y pas de différence
cative ni aucune corrélation entn:
obtenues et 'opdration de mise en

Mesure
La valeur certifi

aide délectrodes approprices ci dun pH-

mitre & houte résolution (LS pH) diiment
iragahle aux étalons primaines électriques.
La qualification du kot s¢ lerming par un
cominle
Macons prélevés indi

fuellement.




Certificate

Traceability:
Traceable 1o TUPAC/MNIST pH scale,
Cemfied reference matenial: Badiomeer

Medical AdN ampoule of pH standard, batch
;| 1948 ominal value pH 4005 at 25°C.

Traceable to IUPAC/NIST
Certified Reference Material used: Batch No. and
name of accredited laboratory
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Traceable to...

 RAIOMETER MEDIGAL ™~
—_—

Rianos Rittod (Hyaropen Erectroze )
Rafmrence Watrinl Primary
(Primary Lavel) Stendamnd

[Secondery Loval) shndg
U = D002s
RADIOMETER ANALYTICAL
Rasciorrabin: Areshyticsl Opamtional
Rafarence Maethod f Giasa Elscimode j
Radarencs Matarial Commanial
. U=0010
USER I

mater PHMox . .
Method P * Callbration
Adnapiad pH Bacirods
Ueal > 0.010

+
Tampemtum sansor

Sample
Massumment
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Traceable to...

Radiometer Medical NIST
7
Deiion of pH @@ Same
Imﬁfﬂuﬂ [mepn Eleziroda E Same
l Rafarence Materd ,!,".1"" o
et )
u-m:ms |
Rediemetor Accradiied L OPBE: J )
l Raderence Methed ctrode
Raloranca kaindal
= :v : S )
. = 0.0035 U =0.006
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Traceable to...

|| C}m.

RADIOMETER ANALYTICAL
Raferonce Method m Ehm
Rederenss hMatorial Commencial i
l {Tertiary Laval) @Qu_mm IUPAC Series
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Traceable to...

=

:

T
+ cal
Mdnpind pH Bactmde ‘\
*I

~

Tampamium mnsor
L =
Moasumment
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Certifi

Icate

Drawn up using ISO Guide 31

Nominal value and expanded

uncertainty (k=2, 95%)

Batch No.:
Chargennr.:
‘Lotn®:

K

@

Date/Datum/Date: _ 333. Ao . o7
YYYYMM.DD / JIJI.MM.IT / AAAA MM.J]

Certificate of Conformity and Traceability
Zertifikat iiber Konformitit und Riickfiihrbarkeit
Certificat de Conformité et de Tragabilité

001D KCI

< 1408 pS/cm +0.5% (k=2)

Part No.7
Bestellnr.: S51M003

S —jii e
Chargennr.: +66-ol
N

Code : Lotn®:
Traceability: Riickfiirbarkeit:
Furmu]medmdmngM. Formuliert nach OIML. " atiot s:kml:sspéc:ﬁ&ahmlsoﬂ\ﬂ_
Certified refe Standard Zentifiziertes NIST Matériau de référence certifié de NIST, KC1
RefemnpeMamnanC]SR.MPg%ofoerﬁA Reference Material KCl SRM 999a m SRM 999a avec une pureté certifiée de 99,98 %.
fied purity 99.98%. The control solution zertifizierten Reinheit von 99,98% La solution de contrdle a éé préparée avec ce
was prepared using this reference material, Kontrollsunig wurde mit disgfin matériau de référence - séché & 500 °C.
dried at 500°C. material - getrocknet beigf° Les balances utilisées sont dfiment certifiées
The balances used are duly certified and Die ver vidioen si d et tragables par rapport aux étalons nationaux.
traceable to the national standards. gemiB ind riickfuhrbar auf échantillons issus du présent lot sont
Samples from the batch are stored at Radio- Ge. Proben der stockés Radiometer S.A. pen-

meter Analytical S.A. for the warranty
period of 2 years from the date of issue of
the certificate.

Certified value:
1408 pSicm 20.5% (lo=2) at 2%

Homogeneity:

3  bottles were selected for analytical
control. Results from different bottles
showed no statistically significant differen-
ces, nor was there any cormrelation between
values obtained and the bottling sequence.

Measurement:

Zertifizierter Wert:

den Flaschen und ‘Vertinderung
whhm-nidm—hgmmgindermgoﬁf&:em
‘WeiBblechdose her.

Stabilitit:

Fiir eine ungetffnete Dose wird der zertifi-
zierte Wert fiir die Dauer von 2 Jahren ab
Ausgabedamm des Zertifikates garantiert.
Homogenitiit:

3 __ Flaschen wurden fr Kuntmllamlysen

Valeur certifiée :

1408 pS/cm +0,5 % (k=2) 4 25 °C

Les limites de I"incertitude €largie sont fixées

pour garantirun intervalle de confiance de

@s%aﬁ)cmmmmm
de mesure, d

entre les flacons et des changements éven-

tuels pendant le stockage dans une boite

non-ouverte.

Stabilité :

La valeur certifiée est garantie pendant 2
ans 2 partir de la date d'émission du certifi-
cat et sans ouverture de la boite métallique.

Homogénéité :

3 __ flacons ont &€ prélevés pour des
contréles analytiques. Les résultats obtenus
a pam.r des différents flacons montrent

stat qu'il n'y pas de différence
significative ni aucune corrélation entre les
valeurs obtenues et I"opération de mise en
flacon.

Mesure :

La valeur certifiée a ét€ déterminée par des
mesures sur échantillons thermostatés
Taide dune cellule de conductivité appro-
priée et d'un conductimétre A haute résolu-
tion (1/10000) dément tragable aux étalons
primaires €lectriques. La qualification du
lot se termine par un contréle microbiologi-
que effectué sur des flacons prélevés indi-

Signature / Unterschrift / Signature :

N3IOVHN3dOJ
d31LINOIaVvY

Date/Datum /Date: _{ 898. Ao . oF

{MM.DD / JLLLMM.TT / AAAAMM.JJ M @
Sig 1o it/ Si : éf E

RADIOMETER}S
COPENHAGENNA

RADIOMETEA ANALYTICAL S.A
7? dAlsace, F-i m?VMlbcanEDB( Lyon, an

F128K04B




Certificate

'Traceablhty o
Formulated according to OIML.
~ Certified reference material: NIST Standard
- Reference Material K¢1 SRM 999a of certi-
fied purity 99.98%. The-control-soiution
was prepared using tlns reference matenal,
- dried at 500°C. i

Traceable to NIST
Certified Reference Material used
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Traceability in Conductivity Measurements

m B

Definition of
Conductivity
of Solutions

International Conductivity primary Coulometric titration
eference Method | Cell (Constant defined

only by its dimensions) K Canlonshy o 8 Dinndard.)

Reference Material
( Primary Level )

U=0.02%

RADIOMETER ANALYTICAL

Secondary
Standard

A

Radiometer Analytical U=0.12%

Reference Method

Operational cell

Reference Material

( Secondary or
Tertiary Level )

Commercial
Standard

U=0.35%
USER
CDM210/230
User's Method Conductivity meter Cell Constant

Calibration

+ appropriate cell
Ucal > 0.35

Sample
Measurement

Umes > Uy

RZE M3 13 NOIaVvY
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Traceabllity

-
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